
LFR 50
High Resolution Speaker

Altoparlanti a larga banda da 50 mm

Sensibilità: 85 dB

Impedenza: 4 Ω 

Risposta in frequenza: 200 Hz - 40 kHz

Potenza di picco: 50 W

Potenza RMS: 25W*
*La potenza RMS è funzione dalla
frequenza del taglio passa alto. 25W
RMS sono relativi ad un filtraggio passa
alto a 300 Hz 12 dB/ottava

Dati tecnici Dimensioni (mm)

LFR50 è un’altoparlante a gamma estesa 
(Full Range) di 50 mm di diametro e quindi 
poco “invasivo”. 

Con LFR 50 è possibile ampliare il fronte 
sonoro sia in altezza che in larghezza, 
senza eccessive  complicazioni a livello di 
installazione. 

Ø 66

Ø 73,5

4 x Ø 4,2

Ø 56,5

Ø 40

3,5

45,231,5

Caratteristiche

Cestello in pressofusione di alluminio

Sospensione in gomma butilica

Centratore a corsa lunga “Conex”

Bobina mobile da 20 mm

Magnete in neodimio 40 x 50 mm

Fornito con griglie di protezione

Cono in composito di fibra di vetro
e resina epossidica
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TECHNICAL SPECIFICATIONS

Component Full-range
Max power 50 W
Nominal power 25 W
Impedance 4 Ω

Freq. Response 200 Hz - 40 KHz
Sensitivity (2,83V/1m) 85 dB
Magnet Neodymium
Magnet size Ø x h 40 x 5 mm 1.575‘’x 0.197  ‘’
Total driver displacement 0.3 l 0.011 cf
Weight of one component 0.166 kg 0.366 lb
Voice coil Ø 20 mm 0.803“
Voice coil height 7.6 mm 0.299“
Cone Aluminum
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THIELE-SMALL PARAMETERS

effective Ø (d) 45.5 mm
Sd 16.26 cm2

Xmax 2 mm
Re 4 Ω
Fs 128.52 Hz
Le 27.47 µH @1 kHz
L2 303.12 µH @10 kHz
Vas 0.25 L
Mms 2.26 g
Cms 0.000679 m/N
BL 3.71 Tm
Qts 0.45
Qes 0.53
Qms 3.15
Sensitivity (dB/W/m) 82 dB

FREQUENCY RESPONSE / IMPEDANCE

High resolution speaker
•  Full-range driver  2’’ (50mm)
•  Max. power: 50 W / Nom. power: 25 W
•  Frequency response 200 Hz - 40 KHz
•  Impedance 4 Ohms
Die cast aluminium basket - Aluminium cone - Rubber surround - Long 
life “Nomex” damper - 20.4 mm (0.8’’) voice coil with aluminium former 
- 40 mm x 5 mm (1.6’’ x 0.2’’) neodymium magnet

Optimized for closed enclosure volume from 50 mL to 150 mL
Minimal required cut off frequency : 250 Hz 12 dB/octave
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